
Date codes are used to determine when a product was manufactured.

In the past ULT has used different types of date codes for different products.

The other six digits are ULT internal codes used to identify other specifics about the date of manufacture…day of week, shift, etc.

These have been consolidated so that all ballasts manufactured
by ULT utilize the same ten digit date code shown to the right.

ONLY the first four digits are required when communicating with ULT. The first two
digits indicate the year while the 3rd and 4th digits indicate the week of manufacture.

The date code can be found printed on the product label.

Manufacturing Date Codes

These drawings indicate typical 
locations of date codes on the 
product labels.
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Risk of Electric Shock
   Turn power off 
   before servicing
   Properly ground 
   ballast and fixture7     68386  17187    4

(10°C (50°F) for F32T8ES (25W))
(16°C (60°F) for F32T8ES & F28T8)
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High Power Factor: Over 95%

Protection Thermique Integree

For Use in Metallic Fixtures Only

Part 18, Non-Consumer Limit
Complies with FCC 47 CFR

Ballast A Semi-Conducteurs

Open Circuit Voltage: 600 VRMS
Voltage to Ground < 600 VRMS

Min. Starting Temp.: -18°C (0°F)

(1) F32T8

(1) F32T8ES (25W)

(1) F32T8/U, F31T8/U

(1) F32T8ES
(1) F40T8

(1) F28T8

ASSEMBLED IN MEXICO

(2) F25T8. F24T8/U .40 / .16
(2) F17T8

.24 / .10

.28 / .12

(AMPS) 120 / 277
LINE CURRENT

LAMP TYPE
USE WITH /RS

(2) F32T8/U, F31T8/U
(2) F32T8 .50 / .21

.50 / .21

.24 / .11

.37 / .16
No PCBs

.31 / .13

.31 / .13

.28 / .12

.22 / .10

(0°C (32°F) with F40T8)

Sound Rating: Class A

Ballast case must be grounded.
Install in accordance with the

National Electrical Code.

FOR ONE LAMP USE: CAP ONE BLUE LEAD
Class P, Type 1 Outdoor, Type HL
Patents Pending
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WARNING

(2) F25T12
.44 / .19
.40 / .17

(2) F32T8ES
.38 / .16(2) F32T8ES (25W)

(2) F28T8 .41 / .17

BALLAST

LAMP

LAMP

LINE
WHT

BLK

BLUE

RED

BLUE

(1) F25T8 .24 / .11
(1) F17T8 .17 / .08

1-800-BALLAST
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